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LED £&2Y4T Linear Luminaires

1. ESREIBFRRATHE, T2

2. EENMERENRERT  HTAE
BRI — )T ERE

3. ECBZIENFEFHRIREZR

BB —AlE R

Optional anti-glare shield

1.Thick extrusion aluminum housing
2.Ultra-thin end cap with seal gasket
keeps the same chips spacing

3.Precise aiming with graduation

mounting bracket

FERECTZIT
Unigue Asymmetric

optical design

BB IERE
Excellent heat

dissipation

i 1R

AR IP 68 KA EHH

LIRS R S SRR,
- ER AR R EER

IP68 male-female water

proof connector

Different profiles and mounting

-— e s s oas .- accessories available for various
applications

P e > > e > A - -

DALI DMX512 RDM BJ#&

DALI DMX512 RDM

control available

15° 40° 60° 12X55° 120°

SR EIN RS A IR
Different options of beam

angle light distribution



WEBB DECO LED 27

B

RERIE:

==~ 43
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577

k.

355

1R [E]HF BACK

70.6009

SREUMUTIR. BROEISIR Material:
FEEihE,;

304# NFEWZERE REIRL

BERR R

ST ERBARIESK

3mm ML EHIE

AR E B S R TS s A SRR Finishing:
BRIMERE D -30°C~ +50°C;

EAESEE: KFEAREE, EEHAE 90°% Installation:
JTER EREEFREL

BEER 2% 0.2 KWOABHELE, 412 7.0mm;

DMX512 #=ll: 2 % 0.2 RKIVBABHELLL, &iF 7.5mm

JTESE: 1.2kg

BEERT 1055x285x275mm

BERE: 15/T/%

BEESE: 19g Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing anti-glare louver, Zinc
alloy end cap;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +/-90° ;

Single Color: 2x0.2m length 2-cores @7.0mm cables with
waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm
cables with waterproof connector;

Nickled plated brass waterproof cable gland

Net Weight: 1.2kg

1055x285x275mm(15pcs/ctn)

Linear Luminaires

f}"‘ .l'
e® — ’

IP68 Waterproof male- Continuous Installation Compact size
female connector

356




WEBB DECO LED #4247 Linear Luminaires il

70.6009

EF 1000cd H(m) medlux maxlux Light source Luminous Luminaire Luminous . .
LED 12W Tsor 1500 50 3 3123 Model No. LED Qty X Power LED Color CRI Flux @4000K System Power Flux @4000K Luminaire Efficacy Control Mode Beam Angle
4000k 50 38.6 47.5 70.6009.D24V24L1000 24x0.47W  2200K-6500K Ra>80 1450Im 12w 850Im 70Im/W ON/OFF 120°/40°/60°
40° %) 120, o] 10086 12.7 DMX512 ,1/4/8
00 35 . 70.6009.D24CV24L1000 24x0.47W  2200K-6500K Ra>80 1450Im 12W 850Im 70Im/W oixels 12040°/60°
70.6009.D48FV24L1000 48x0.18W  RGB 380Im 9.5W 230Im 24lm/W E&lﬁ?12jﬁ@8 120%40°/60°
= 30 - Hm)  medlux maxlux 70.6009.D485V24L1000 48x0.2W RGBW 450Im 10W 280Im 28Im/W D§2E512JAM8 120°/40°/60°
LED 12W 0 2 2.0 85.7 115.3 P
70.6009.D12V24L 12x0.47W  2200K-6500K R 7201 W 410 [ N/OFF 120°/40°/60°
2000k 50 143 s 0.6009 500 X0 00K-6500K Ra>80 720Im 6 olm 69lm/W ON/O 0°/40°/60
60° §; 1207 o 100 3.1 46 70.6009.D6V24L300  6x0.47W 2200K-6500K Ra>80 390Im 3.5W 242Im 69Im/W ON/OFF 120%40°/60°
200 13 2.1
1000 .30

500 30

\
j = = K L i Installation:

35

?i”

357 358
&[EIHF BACK



WEBB DECO LED 4&)7

70.6011

M
RERIE:
=7

“ith:

(2E=H

359

IR[B]H 5 BACK

9] (&) e P o]

SREUMATIR, BROEASAR

304# FEWZLRE RE R

e TS,

TR RbAKEEK;

3mm WL LI

S5 BINEMNE B IR ER B ARBUR
JENIMERE: -30°C~ +50°C;

FHAMEEE: KFEARRNE, EFEHME £90°;

JTEZ EREEOERS

BEEBR 2% 0.2 KAOABHELE, HiE7.0mm;
DMX512 #=1ll: 2 %% 0.2 KNS AEHELE, 4&E 7.5mm
JTEDRE: 0.97kg

AR 1055x265x285mm

BERE: 20/T/%

BEES: 20kg

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +/-90°;

Single Color: 2x0.2m length 2-cores @7.0mm cables with
waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm
cables with waterproof connector;

Nickled plated brass waterproof cable gland

Net Weight: 0.97kg

1058x270x247mm(20pcs/ctn)

Linear Luminaires

Compact size

Compact size

—

Anti-glare shield

o'/ﬁ

IP68 Waterproof male- Continuous Installation
female connector

360




WEBB DECO LED #4247 Linear Luminaires il

70.6011

EF 1000cd H(m) medlux maxlux Light source Luminous Luminaire Luminous L
LED 12W 150° 150° 20 932 3123 Model No. LED Qty X Power LED Color CRI Flux @4000K System Power . @4000K Luminaire Efficacy Control Mode Beam Angle
4000k 5.0 386 475
70.6011.D48V24L1000 48x0.23W  2200K-6500K Ra>80 1500Im 12W 1200lm 100Im/W ON/OFF 120%40°/60°
40° & 0 ol 100 86 12.7
200 35 5.7 70.6011.D48CV24L1000 48x0.23W  2200K-6500K Ra>80 1500Im 12W 1200Im 100Im/W DMX512 ,1/4/8 pixels 120°/40%/60°
70.6011.D48FV24L1000 48x0.18W  RGB 380Im 9.5W 305Im 31Im/W DMX512,1/4/8 pixels 120°/40%/60°
oy 370cd H(m) medlux maxlux
LED 12W i 92 2.0 85.7 115.3 70.6011.D48SV24L1000 48x0.2W RGBW 450Im 10W 360Im 36lm/W DMX512,1/4/8 pixels 120°/40°/60°
4000k 5.0 143 175
B 70.6011.D24V24L500  24x0.23W  2200K-6500K Ra>80 750Im 6W 600Im 100Im/W ON/OFF 120%40°/60°
60 & 10 ol 100 3.1 4.6
200 13 2.1 70.6011.D15V241300  15x0.23W  2200K-6500K Ra>80 430Im 3.5W 440Im 101Im/W ONJ/OFF 120°/40°/60°
70.6011.D12V24L250  12x0.23W  2200K-6500K Ra>80 370Im 3w 296Im 99Im/W ON/OFF 120%40°/60°
1000 5 7

J e 5o i A

with anti-glare shield

500 26 7
| | *%’
ESRIRE)

with anti-glare shield Installation:

| -
e g@l
33 L]0

with anti-glare shield

B J X __ B
(s —

_— <

361 362
&[EIH R BACK



WEBB DECO LED 27

70.6012

[red] @] [ [ce] [wr] ] B

B

REGIE:

B

577

k.

363

1R [E]HF BACK

SRRMATIR. BXEAYIR;

FEEihE,;

304# NFEWZERE REIRL

7Y-830 PBER I

ST ERBARIESK

3mm WYL LIEE

AR E B S R TS s A SRR
BRIMERE D -30°C~ +50°C;

FAIAAEEE: TaE;

JTER EREEFREL

BEER 2% 0.2 KWOABHELE, 412 7.0mm;
DMX512 #=ll: 2 % 0.2 RKIVBABHELLL, &iF 7.5mm
JTE%E: 0.97kg

BEERT: 1060x320x200mm

BREARE: 16/T/%

BEESE: 17kg

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
Screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single Color: 2x0.2m length 2-cores @7.0mm cables with
waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm
cables with waterproof connector;

Nickled plated brass waterproof cable gland

Net Weight: 0.97kg

1060x320x200mm(16pcs/ctn)

Linear Luminaires

Compact size Compact size IP68 Waterproof male-
female connector

—

L : f

Continuous Installation Anti-glare shield

364




WEBB DECO LED %&)7T

70.6012

365
&[EIH R BACK

=y 1000cd H(m) medlux
LED 12W 150° 150°
2.0 232
4000k 5.0 38.6
40° [ 1209 120° 10.0 8.6
20.0 3.5
=y 370cd H(m) medlux
LED 12W 150° 150°
2.0 85.7
4000k 5.0 14.3
60° [ 1209 120° 10.0 3.1
20.0 1.3
57
My
@ ) ﬂﬁm
| 1000 | 4
‘ 800 ‘ 2- @6X12
o 57 ‘
& 5 g 08
49 l49 |
500 with anti-glare shield
[ |
300 2- @6X12
i‘
ST
oy el
49 49|

——300

le—J %2— 26X12

with anti-glare shield

maxlux
312.3
47.5
12.7
5.7

maxlux
115.3

17.5
4.6
2.1

57

A e
o]

with anti-glare shield

Linear Luminaires

Light source Luminous

Luminaire Luminous

Model No. LED Qty X Power LED Color CRI Flux @4000K System Power @4000K Luminaire Efficacy Control Mode Beam Angle

70.6012.D48V24L1000 48x0.23W 2200K-6500K Ra>80 1500Im 12W 1200Im 100Im/W ON/OFF 120°/40°/60°
70.6012.D48CV24L1000 48x0.23W 2200K-6500K Ra>80 1500Im 12W 1200Im 100Im/W Ei?gl(sm 2.1/4/8 120°/40°/60°
70.6012.D48FV24L1000 48x0.18W RGB 380Im 9.5W 305Im 31Im/W Ei’;/J:I(sSQ’VMS 120°/40°/60°
70.6012.D48SV24L1000 48x0.2W RGBW 450Im 10w 360Im 36lm/W Eiz/le)lim 2iae 120°/40°/60°
70.6012.D24V241500  24x0.23W 2200K-6500K Ra>80 750Im (9%% 600Im 100Im/W ON/OFF 120°/40°/60°
70.6012.D15V241300  15x0.23W 2200K-6500K Ra>80 430Im 3.5W 440lm 101Im/W ON/OFF 120°/40°/60°
70.6012.D12V241250  12x0.23W 2200K-6500K Ra>80 370Im 3W 296Im 99Im/W ON/OFF 120°/40°/60°

Installation:

366




WEBB DECO LED #4847 Linear Luminaires

70.6017

! Standard color Optional color

M BAUMITIR; Material: Corrosion-resistant aluminum housing & Zinc alloy end cap;
HETIRE,; 3mm clear safety glass;
304# FEEMERE KEIRZ Anti-aging waterproof silicone gasket; - y 3
BB 304 stainless steel mounting brackets & external fasten - ..
TRk screws.
3mm ML LIEE Finishing: Double layers of DUPONT UV-resistant polyester powder o IP68 Waterproof male- Continuous Installation
RERIE: B A BRINEMEMNE HER B RBUR coating female connector
7 BEWHREE: -30°C~ +50°C; Installation:  Ambient temperature: -30°C~ +50°C ;
ARAESEE: A, Single Color: 2x0.2m length 2-cores @7.0mm cables with
JTEE P REFRIEL waterproof connector;
577 PEER 2% 0.2 KAOABHELE, 41E 7.0mm; DMX512 controllable: 2x0.2m length 6-cores @7.5mm
DMX512 #5612 %% 0.2 KNS A HELL, 4812 7.5mm cables with waterproof connector;
a: JITERE: 2.2kg Nickled plated brass waterproof cable gland
BERST: 1060x275x195mm Packaging:  Net Weight: 2.2kg
BERE: s8I/ 1060x275x195mm(8pcs/ctn)
BEES: 10kg Anti-glare shield
367 368

IR[B]H 5 BACK



WEBB DECO LED #4247 Linear Luminaires il

70.6017

N 13800cd H(m) medlux maxlux Light source Luminous Luminaire Luminous . .
LED 20W 1500 1500 50 93526 3426 Model No. LED Qty X Power LED Color CRI Flux @4000K System Power o @4000K Luminaire Efficacy Control Mode ~ Beam Angle
4000k 5.0 376.2 548.4
70.6017.D18V241996 18x1.1W 2200K-6500K Ra>80 2400Im 20W 2050Im 102Im/W ON/OFF 12x55°%/15°%25°/40°/60°
15° i o) ol 100 942 136.8
20.0 23.4 34.8 70.6017.D18CV241996 18x1.1W 2200K-6500K Ra>80 2400Im 20W 2050Im 102Im/W l,lj/'\;l;)s(;é " 12x55°/15°%/25°/40°/60°
70.6017.A18FV241L996 18x1.6W RGB 1300Im 30W 1105Im 37Im/W ?Mi>;65|1 2 12x55%30/60°
= 7150cd H(m) medlux maxlux p
LED 20W 2.0 1200.3 1804.4 70.6017.E185V241996 18x1.6W RGBW 1500Im 30W 1280Im 42.5lm/W |13'\;§||>>:e5|1 % 12x55%/25°/40°/60°
4000k 5.0 191.8 280
250 100 433 67.7 70.6017.D24V241996 24x1.1W 2200K-6500K Ra>80 3100Im 26W 2650Im 102Im/W ON/OFF 12x55°/15°%/25°/40°/60°
200 11 17.1 70.6017.D24CV24L996 24x1.1W  2200K-6500K Ra>80 3100Im 26W 2650Im 102ImW ?Elf;l;' 12x55%/15%/25%/40°/60°
70.6017.A24FV241996 24x1.5W RGB 3600Im 36W 1530Im 42.5lm/W DM-><51 2 12x55°%/30x60°
e 2200cd H(m) medlux maxlux 1 pixel
150 150°
LED 20W 2.0 510.6 687.2 70.6017.E245V24L996 24x1.5W RGBW 3600Im 36W 1800Im 501m/W ?g§j12' 12x55°/40°/60°
4000k 5.0 85.1 104.6
40° = 120° 1207 10.0 19.1 28.1
20.0 7.7 12.7
e S1acd Hm)  medlux maxlux
LED 20W e P 20 188.7 253.8
4000k 5.0 31.6 38.5
60° v o e 100 7 10.3
20.0 3 4.8
e 6886cd Hm)  medlux maxlux
LED 20W : T 20 5478 7260
4000k 5.0 1585.7 1802.2
12X55° 10.0 330.8 454.7
20.0 151.1 201.9
= 4466cd H(m) medlux maxlux
LED 20W 2.0 3874 4800
4000k 5.0 956.3 1199.4
30X65° = 10.0 238.4 300.7
20.0 106 133.7
Installation:
996 40

I | |
EKR[
1

[ .ﬂE
|63
| With anti-glare shiel
= T R
29 f/
-
Se=
1163 ]

With anti-glare shield

With anti-glare shield

369 370
&[EIH R BACK



WEBB DECO LED 4&)7

70.6018

M

REGIE:
=i

i

a%:

371

IR[B]H 5 BACK

SREUMNTIE,; Material:

HaEinE;

304# TR RERL;

BERR R

TSR EESL

3mm ML LIFE Finishing:
SR B IR G B R 5% B R IBUR

BEWHREE: -30°C~ +50°C; Installation:

FHABEEE: KFEAREE, EEAM £90°;

JITEZR P REFRERS

BEER 2% 0.2 RKIDABHELE, 41E 7.0mm;

DMX512 1=l 2 %% 0.2 KNS AEHEELE,, 417 7.5mm

JTELAE: 1.6kg

BIEERST: 1058x275x260mm

BERE: 124T/% Packaging:
BEEESE: 20kg

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +/-90°;

Single Color: 2x0.2m length 2-cores @7.0mm cables with
waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm
cables with waterproof connector;

Nickled plated brass waterproof cable gland

Net Weight: 1.6kg

1058x275x260mm(12pcs/ctn)

Continuous Installation

IP68 Waterproof male-
female connector

With breathable
waterproof air vent

Linear Luminaires

—

Anti-glare shield

372




WEBB DECO

70.6018

373
&[EIH R BACK

LED £E!4T

=y 13800cd H(m)
LED 20W e 57 2.0
4000k 5.0
15° ﬁ 120, 120° 10.0
20.0
= 7150cd H(m)
LED 20W 2.0
4000k 5.0
25° ? 10.0
20.0
= 2200cd H(m)
LED 20W 0 P 20
4000k 5.0
40° ? 120 ol 100
20.0
“= 814cd H(m)
LED 20W 2.0
4000k 5.0
60° ? 10.0
20.0
2 6886cd H(m)
LED 20W 2.0
4000k 5.0
12X55° ? 10.0
20.0
“= 4466cd H(m)
LED 20W 2.0
4000k 5.0
30X65° ﬁ 10.0
20.0

1000

500

A= g, %IJ

300 41 41

With anti-glare shield

With anti-glare shield

medlux
2352.6

376.2
94.2
23.4

medlux
1200.3
191.8
433

medlux
510.6
85.1
19.1
7.7

medlux
188.7
31.6

7

3

medlux
5478
1585.7
330.8
151.1

medlux
3874

956.3
238.4
106

maxlux
3426

548.4
136.8
34.8

maxlux
1804.4
280
67.7
17.1

maxlux
687.2
104.6
28.1
12.7

maxlux
253.8
38.5
10.3
4.8

maxlux
7260
1802.2
454.7
201.9

maxlux
4800

1199.4
300.7
133.7

140]

With anti-glare shield

Linear Luminaires

Light source Luminous

Luminaire Luminous

Model No. LED Qty X Power LED Color CRI Flux @4000K System Power [ @4000K Luminaire Efficacy Control Mode ~Beam Angle
70.6018.D18V24L1000 18x1.1W 2200K-6500K Ra>80 2400Ilm 20W 2050Im 102Im/W ON/OFF 12x55°%/15°%/25°/40°/60°
DMX512, 071 £9/9E9/40°/60°
70.6018.D18CV24L1000 18x1.1W 2200K-6500K Ra>80 2400Ilm 20W 2050Im 102Im/W 1/3 piel 12x55%/15°%/25°40°%/60
DMX512, o o
70.6018.A18FV24L1000 18x1.6W RGB 1300lm 30W 1105Im 37Im/W 1 pixel 12x55%30/60
DMX512, 519 E0/40°/E0°
70.6018.E185V24L1000 18x1.6W RGBW 1500lm 30W 1280Im 42.5lm/W 1 pixel 12x55°%25%40°/60
70.6018.D24V24L1000 24x1.1W 2200K-6500K Ra>80 3100Im 26W 2650Im 102Im/W ON/OFF 12x55%15°%/25°/40°/60°
DMX512, 071 £9/9E5/40°/60°
70.6018.D24CV24L1000 24x1.1W 2200K-6500K Ra>80 3100Im 26W 2650Im 102Im/W 1/4 pixels 12x55°%/15°%/25°40°/60
DMX512, o o
70.6018.A24FV24L1000 24x1.5W RGB 3600Im 36W 1530Ilm 42.5lm/W 1 pixel 12x55%/30x60
DMX512, S 1A0°/E0°
70.6018.E24SV24L1000 24x1.5W RGBW 3600Im 36W 1800Im 50Im/W 1 pixel 12x55°/40°%/60
Installation:

J & _ B

G =)

_—p <

374




WEBB DECO LED %847 Linear Luminaires il

70.6021

S E.i'?

ﬁl— GON FERE NCE

& EXHIBITION CENTE

‘7&2&;\‘\»‘\1\ -
s TS RA

e e

= = [ -
Standard color Optional color

MR SREMITIR , B 2InES; Material: Corrosion-resistant aluminum housing & Zinc alloy end cap;
304# NHEMERE REIRZ; 3mm clear safety glass;

BT Anti-aging waterproof silicone gasket; E
AT IRBA AR 304 stainless steel mounting brackets & external fasten ..

3mm WL LI

SCrews.

RELE: IR R B AR R AR B RIER Finishing: Double layers of DUPONT UV-resistant polyester powder Continuous Installation IP68 Waterproof male- With breathable Anti-glare shield
=7 ENIFERE: -30°C~ +50°C; coating female connector waterproof air vent
FIAREEE: KFEARRE, EEAME £90°; Installation: ~ Ambient temperature: -30°C~ +50°C ;
JTRZR I RETREER Tiltable: +/-90° ;
577 M PEER 25 0.2 RIDABHEKLE, 47E 7.0mm; Single Color: 2x0.2m length 2-cores @7.0mm cables with
DMX512 #5581 2 %% 0.2 K EBIRE, £&1F 7.0mm; waterproof connector;
2 %% 0.2 KOS AEHELL, 472 6.0mm; DMX512 controllable: 2x0.2m length 2-cores @7.0mm /
2 %% 0.2 RIUS A Bk 4% power supply cables;
‘% JTEURE: 1.6kg 2x0.2m length 4-cores @6.0mm data cables with waterproof - J
BEERT: 1065x295x260mm connector;
BESE: 12)T/% Nickled plated brass waterproof cable gland
BEEEE: 20kg Packaging: Net Weight: 1.6kg
1065x295x260(12pcs/ctn)
375

1R [E]HF BACK

376



WEBB DECO LED #4247 Linear Luminaires il

70.6021

e 1500 14390 150° H(m) medlux maxlux Model No. LED Qty X Power LED Color CRI :zz:tézlgg;;uminous System Power IF.:JuTig‘i‘rgOI;:(minous Luminaire Efficacy Control Mode Beam Angle
LED 40W 2.0 2400.6 3608.8
4000k 5.0 383.6 560
70.6021.A18V24L1008 18x2.2W 2700-5700K Ra>80 4900Im 40w 4200lm 105Im/W ON/OFF 12x55°/25%40°/60°
25° % 120, 1207 100 866 135.4
200 22 34.2 70.6021.A18CV24L1008 18x2.2W 2700-5700K Ra>80 4900Im 40W 4200Im 105Im/W ?/’\3/%5;&&5 12x55°/25%40°/60°
70.6021.A24V24L1008  24x1.8W 2700-5700K Ra>80 5600Im 45w 4750Im 106lm/W ON/OFF 12x55°/25°40°/60°
oy 2400cd H(m) medlux maxlux
LED 40W i 57 2.0 1021.2 1374.4 70.6021.A24CV24L1008 24x1.8W 2700-5700K Ra>80 5600Im 45W 4750Im 106lm/W ?/’)f/é‘r’;iiéls 12x55°/25%40°/60°
4000k 5.0 170.2 209.2 DMX512
6021, 2030l 48W 17501 36.5I ALE 12x55°/30x65°
20 % N 7 00 382 - 70.6021.A24FV24L1008 24x2W RGB m m mw 1 pixel X55°/30x
200 154 25.4 70.6021.E245V24L1008 24x2W 4in 1 RGBW 2400Im 48W 2040Im 50Im/W. ?"F’)'i)gz' 12x55%25°/40°/60°
oy 1628cd H(m) medlux maxlux
LED 40W i "2 2.0 377.4 507.6
4000k 5.0 63.2 77
60° % 20 o 100 14 20.6
200 6 9.6
oy 13772d H(m) medlux maxlux
LED 40W o 5 2.0 10956 14520
4000k 5.0 3171.4 3604.4
12X55° % 120 oo 100  661.6 909.4
200  302.2 403.8
Installation:
=y 8932cd Hm)  medlux maxlux
LED 40W o 5 2.0 7748 9600
4000k 5.0 1912.6 2398.8
30X65° % 10 oo 100  476.8 601.4
200 212 267.4
I
(@)
1008 ‘_ﬁ‘ ‘ﬂ_ = <=
| \ |
= 0 g — = N4 %
[
40 40
[ ] with anti-glare shield
502 45 AT
| o
«
i p s Eaan s B i G W
O O
40 40
(L 1] with anti-glare shield
— with antgare sield
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WEBB DECO LED 27

70.6022

B

REIE:

2ok

57

379

1R [E]HF BACK

(9] [ce] ] Y -] BB

BAEMITER, HFETIRE,; Material:
304# THRMWLRE RERL;

PERE R

SRR L

3mm MR LIRS

AWEABNEMHEN B IRE B RBUR Finishing:

ENIFERE T -30°C~ +50°C;

ARETSE: KFERDE, EFEAHEAE £90°% Installation:

JTEZ EREEOELS

BEEBR 25K 0.2 RKTGREELS, 4E7.0mm;
DMX512 #=l: 2 %% 0.2 KRS EBIRE, £44F 7.0mm;
2 5% 0.2 RIOTAEHEKL, 412 6.0mm

JTERE: 2.9kg

BEERST: 1065x242x190mm

BERE: 6T/

BEESE: 19g

Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +/-90°;

Single Color: 2x0.2m length 2-cores @7.0mm cables with
waterproof connector;

DMX512 controllable: 2x0.2m length 2-cores @7.0mm

power supply cables;

2x0.2m length 4-cores @6.0mm data cables with waterproof

connector;

Nickled plated brass waterproof cable gland
Net Weight: 2.9kg
1065x242x190mm(6pcs/ctn)

Linear Luminaires

Continuous Installation

Continuous Installation IP68 Waterproof male- With breathable
female connector waterproof air vent

Anti-glare shield

380




WEBB DECO LED %&)7T

70.6022

Linear Luminaires

= 150° 17g 150° H(m) medlux maxlux Model No. LED Qty X Power LED Color CRI ::ght(;:u;‘;;;uminuus System Power :rmiglroeolbukminous Luminaire Efficacy Control Mode Beam Angle
LED 50W 2.0 3000.7 4511 . -
4000k 5.0 479.5 700 )
70.6022.A36FV12L1006 36x1.3W RGB 2100Im 50W 1780Im 35.6lm/W DMX512,4 pixels 12x55°/30x65°
25° 1207 120° 10.0 108.2 169.2
200 275 42.7 70.6022.A365V12L1006 36x1.3W RGBW 2400Im 50W 2040lm 50Im/W DMX512,3 pixels  12x55%/30x65°
70.6022.E24SV36L1006 24x1.8W 4in 1 RGBW 2400Im 48W 2040Im 50Im/W DMX512,3 pixels  12x55%/25%407/60°
= 5500cd H(m) medlux maxlux
LED 50W e 57 2.0 1276.5 1718 70.6022.E245V24L1006 24x2W 4in 1 RGBW 2400Im 48W 2040Im 50Im/W. DMX512,4/6 pixels 12x55%/25%/40°/60°
4000k 5.0 2127 2615
40° % 120 120 100 477 70.2
200 192 31.7
oy 2035cd H(m) medlux maxlux
LED 50W i "2 2.0 471.7 634.5
4000k 5.0 79 96.2
60° % 120 o 100 175 25.7
200 3 438
oy 17215cd H(m) medlux maxlux
LED 50W o 5 2.0 10956 18150
4000k 5.0 3964.2 4505.5
12X55° % 120 oo 100 827 1136.7
200 3777 504.7
Installation:
=y 11165¢d H(m) medlux maxlux
LED 50W o 5 2.0 9685 12000
4000k 5.0 2390.7 2998.5
30X65° % 10 oo 10.0 59 751.7
200 265 334.2
7 Gt |
1006 49 50 — —_—
\ [
L I ~ ~
e ] 0 e @ -
]
[ ] 50 51
With anti-glare shield
~
50
L | With anti-glare shield
50
~
|
51
With anti-glare shield
381 382
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WEBB DECO LED 27

70.6033

B

RERIE:

==~ 43
Z=.

577

383

1R [E]HF BACK

FREUMNTR; Material:
HaEinE;

304# THNLIRE RERL;

BERR R

TSR EESL

3mm L 2L Finishing:
SR B IR G B R 5% B R IBUR

EWIAERE: -30°C~ +50°C; Installation:
FHAAEEE: KFAEE, EEHSMA -55~ +90°;

JTEZ IR ER

BEES 1K1 KES/ ZSEIRE, &iF 7.5mm;

DMX512 #2551 5% 1 KWL / =EBJREL, 242 7.5mm;

2 % 0.2 RIOTAEHEESRL, 4iF 6.0mm

JTEAE: 2.95kg

BEERST: 1064x218x275mm

BERE: 6)T/%
BFEFESE: 19%g Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +90° /-55°;

Single Color: 1x1.0m length 2/3-cores @7.5mm power
supply cable;

DMX512 controllable: 1x1.0m length 2/3-cores @7.5mm
power supply cable;

2x0.2m length 4-cores @6.0mm data cables with waterproof
connector.

Nickled plated brass waterproof cable gland

Net Weight: 2.95kg

1064x218x275mm(6pcs/ctn)

Continuous Installation

IP68 Waterproof male-
female connector

With breathable
waterproof air vent

Linear Luminaires

=

Anti-glare shield

384




WEBB DECO LED #4247 Linear Luminaires il

70.6033

§;2W T50° 25770 150° H(m) medlux maxlux Model No. LED Qty X Power LED Color CRI Eg:t@nz:}rg;;uminous System Power IF.:quin@a‘i‘rgolbl:(minous Luminaire Efficacy Control Mode Beam Angle
2.0 4321 6495.8
4000k 5.0 690.4 1008
70.6033.A24V24L1006  24x3W 2200K-5700K Ra>80 8400Im 72w 7130Im 99Im/W ON/OFF 12x55°/25%40°/60°
25° 1207 120° 10.0 155.8 243.7
200 396 61.5 70.6033.A24V220L1006  24x3W 2200K-5700K Ra>80 8300Im 80W 7055Im 88Im/W ON/OFF 12x55°/25%40°/60°
70.6033.A24CV220L1006 24x3.5W  2200K-5700K Ra>80 8200Im 8ow 6790Im 87ImW '1)/'\:/251.2'| 12x559/25°/40°/60°
=y 7920cd H(m) medlux maxlux pixels
LED 72W 0 159 2.0 1838.1 2473.9 70.6033.A36FV220L1006 36x2W RGB 3030Im 80W 2575Im 50Im/W. ?}gijelzs' 12x55°/30x65°
4000k 5.0 306.3 376.5 DMX512
200 % N 7 00 687 011 70.6033.A365V220L1006 36x2W RGBW 3550Im 80W 3120Im 39Im/W 13 puels | 12X55730x65
200 277 45.7 70.6033.E365V220L1006 36x2W RGBW 3450Im 80W 3030Im 37.6lm/W g/h:/ésr:iiéls 12x55%/25%/40%/60°
oy 2930cd H(m) medlux maxlux
LED 72W i 92 2.0 679.3 913.6
4000k 5.0 113.7 138.6
60° % 120 o 100 252 37
200  10.8 17.2
oy 24789cd H(m) medlux maxlux
LED 72W o 5 2.0 197208 26136
4000k 5.0 5708.5 6487.9
12X55° % 120 oo 10.0  1190.8 1636.9
200 5439 726.8
£y 16077¢d H(m) medlux maxlux
LED 72W o 5 2.0 139464 17280
4000k V4 5.0 3442.6 4317.8
30X65° “ : 0 oo 10.0  858.2 1082.5
200 3816 4813
1006 69 69
I | T
f 1 o g -l
sme— ] i S
75 75 i
|” m With anti-glare shield Installation:
507
i | 69 69
I |
)] O 0L, 55 °
N
IH Hl o i N R T
— —
385 386
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WEBB DECO LED 4&)7

70.6044

- - - - - - - - -_ T T

M

RERIE:
R

i

ok

387

IR[B]H 5 BACK

(9] [ce] ] Y o] B

SREUM AT IR, BEOCRSMR; Material:
HaEinE;

304# TR RERL;

BERR R

TSR EESL

3mm ML LIFE Finishing:
SR B IR G B R 5% B R IBUR

BEWHERE: -30°C~ +50°C; Installation:

FHABEEE: KFEAREE, EEAME £70°%
JITEZR P REFRERS

BEER 1K 1KIBERLE, 43 7.5mm;
DMX512 #5581 1 %% 1 K= EBIRLE, 442 7.5mm;
2 % 0.2 KIUSARHELL:, 4415 6.0mm
JITEVSE: 2.9kg

BEERT: 1065x225x155mm

BERE: 2/T/%

BEESE: 6.7kg Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Tiltable: +/-70°;

Single Color: 1x1.0m length 2/3-cores @7.5mm power
supply cable;

DMX512 controllable: 1x1.0m length 2/3-cores @7.5mm
power supply cable;

2x0.2m length 4-cores @6.0mm data cables with waterproof
connector.

Nickled plated brass waterproof cable gland

Net Weight: 2.9kg

1065x225x155mm(2pcs/ctn)

Linear Luminaires

Continuous Installation

IP68 Waterproof male- With breathable Anti-glare shield
female connector waterproof air vent

388



WEBB DECO LED #4247 Linear Luminaires il

70.6044

ﬁgow e R :.(:)n) :‘;::;Z( ;‘;T:‘: Model No. LED Qty X Power  LED Color R e systemPower A S NS L uminaire Efficacy Contrl Mode xag'l';
4000k 5.0 9272 13975
70.6044.A24V220L1008 24x3W 2700K-5700K Ra>80 8000Im 80W 6800Im 85Im/W ON/OFF 5°
5 % 20 ol 100 2287 3487
20.0 572 875 70.6044.A24CV220L1008 24x3W 2700K-5700K Ra>80 8000Im 90W 6800Im 85Im/W DMX512 ,1 pixel 5°
70.6044.E185V220L1008 18x6W 4in 1 RGBW 5300lm 120W 4500lm 37.5lm/W DMX512,1 pixel 25°/40°
=y 58500cd H(m) medlux maxlux
LED 90W v D 20 4920 7320
4000k 5.0 780 1145
25° % 120, 1207 100 194 275
20.0 45 70
e 18000cd Hm)  medlux maxlux
LED 90W 0 P 20 2080 2812
4000k 5.0 345 422
40° % 1207 120° 10.0 78 115
20.0 31 52
60

\ 1006 ! e
= o m@ﬂ£ "-%

With anti-glare shield

Installation:

60

e T

With anti-glare shield

59 L0,
312
— [ ©
w7 sl |8
- = -
With anti-glare shield

389 390
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WEBB DECO LED 27

70.6045

B

RERIE:
B

577

o

391

1R [E]HF BACK

(9] <] ] Y o] B

FREUMATAR; Material:
FETHE;

304# THEWIIRE RERL ;

ERE R

IR

3mm L 2L Finishing:
ANBEAEHVEMENEIRERBH KRBT

EWIARRE: -30°C~ +45°C; Installation:

FIAMEEE: KFERDE, BEAA £90°;
JTER EREEFREL

BEER 15K 1 RKZIGBRE, &E 7.5mm;
DMX512 #=6ll: 1% 1 K= IR, 4642 7.5mm;
2 %% 0.2 KIS AEHELEL, 417 6.0mm
JTERE: 6.1kg

BERT: 1065x225x155mm

BERE: 2/T/%
BFEFESE: 13kg Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
screws.

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +45°C ;

Tiltable: +/-90°;

Single Color: 1x1.0m length 2/3-cores @7.5mm power
supply cable;

DMX512 controllable: 1x1.0m length 2/3-cores @7.5mm
power supply cable;

2x0.2m length 4-cores @6.0mm data cables with waterproof
connector.

Nickled plated brass waterproof cable gland

Net Weight: 6.1kg

1065x225x155mm(2pcs/ctn)

Linear Luminaires

Continuous Installation IP68 Waterproof male- With breathable
female connector waterproof air vent

Anti-glare shield

392




WEBB DECO LED %&)7T

Linear Luminaires

70.6045

=y 675000cd H(m) medlux maxlux
LED 180W 10 5 2.0 114200 174150
4000k 5.0 18272 27875
5 120) 120 10.0 4567 6967
200 1142 1745
= 138000cd H(m) medlux maxlux
LED 180W i 57 2.0 23526 34260
4000k 5.0 3762 5484
12° 0 oo 10.0 942 1368
200 234 348
=y 58500cd H(m) medlux maxlux
LED 180W 10 P 20 9820 14763
4000k 5.0 1569.6 2291.4
25° 1207 120 10.0  390.6 554.4
200 90 140.4
= 18000cd H(m) medlux maxlux
LED 180W 1 5 2.0 4177.8 5623.2
4000k 5.0 696.6 853.2
40° 120) 120 100  156.6 230.4
200 63 104.4

1008
I
[
% T T
78 78
| |
0T T With anti-glare shield

| 500 |
|l 1
[ |

B —F o
| |

T0J o7 With anti-glare shield

393
&[EIH R BACK

Model No. LED Qty X Power LED Color CRI ;:z:t(;:lgg;'rumi"ous System Power ;rur:igf‘rgolbul(m inous Luminaire Efficacy Control Mode /B\igllne
70.6045.A24V220L1008  24x6W 2700K-5700K Ra>80 15000Im 160W 12700Im 79Im/W ON/OFF 5°
70.6045.A24C\V220L1008 24x6W 2700K-5700K Ra>80 14800Im 160W 12500Im 78Im/W DMX512 ,1 pixel 5°
70.6045.E185V220L1008 18x8W RGBW 6950Im 160W 5900Im 37Im/W DMX512,1 pixel 12°
70.6045.E245V220L1008 24x8W RGBW 9400Im 210W 7990Im 38Im/W DMX512,1 pixel 25°%40°
Installation:
/
/
394




WEBB DECO LED 4&)7

M

REGIE:
=i

577 M

k.

395

IR[B]H 5 BACK

70.6026

(9] (<] ] ]

SREUMATIE Material:
FETHE;

304# THMEEERL;

ERE R

IR

3mm ML 2 UIE

ANBEAEHVEMENEIRERBH KRBT Finishing:
ENIMRRE -30°C~ +50°C;

JTRZR I RETRRER Installation:

PEER 25K 0.2 KA SAFEELLE, L4415 7.0mm;

DMX512 #5581 2 5% 0.2 KN ARHEKLE, 442 7.5mm;

2 %5 0.2 KIS A kL

JTE%E: 2.48kg

BEERT: 1060x260x185mm

BERE: 8T/ Packaging:
BEEESE: 20kg

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
Screws.

Extrusion aluminum mounting plate

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single Color: 2x0.2m length 2-cores @7.0mm cables with
waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm
cables with waterproof connector;

Nickled plated brass waterproof cable gland

Net Weight: 2.48kg

1060x260x185mm(8pcs/ctn)

Linear Luminaires

Compact size Continuous Installation IP68 Waterproof male- With breathable
female connector waterproof air vent

396



WEBB DECO LED #4247 Linear Luminaires il

70.6026

et 475cd H(m) medlux maxlux Light source Luminous Luminaire Luminous L y

LD 18W oo 1500 50 1647 4723 Model No. LED Qty X Power LED Color CRI Flux @4000K System Power Flux @4000K Luminaire Efficacy ~ Control Mode Beam Angle

4000k 5.0 416 118.2 Asymmetric
70.6026.A8V24L1000  8x2W 2200K-5700K Ra>80 2150Im 18W 1700Im 94Im/W ON/OFF o135

80x135° 1 i & 100 103 29.3 X

200 4.7 13.7 70.6026.A8CV24L1000  8x2W 2200K-5700K Ra>80 2150Im 18W 1700Im 94Im/W DMX512,1 pixel Q;f(?"gft”c
70.6026.A12FV24L1000 12x1.9W RGB 965Im 24w 750Im 311mW DMX512,1 pixel Qéf(?‘gft”c
70.6026.A12SV24L1000 12x1.9W RGBW 1150Im 24W 900Im 37Im/W DMX512,1 pixel SASVXT;;S”'C
1000

500 35

Installation:

>30cm

397 398
&[EIH R BACK



WEBB DECO LED 4&)7

70.6036

vl (] [@] 9] [ o] o

MR SRRAAT IR
HERIHE,;
304# FEWEERL;
FERR R
AT ERBARIESK
3mm WL LI
REIE:  ANRAGSRNERE e B R
T BMNINERE: -30°C~ +50°C;
AIEAEEE: FaE;
JTER EREETFREL
24 BEMEER: 25 0.2 KFEEAFHEKLE, &E7.0mm;
PEBEER 151 K=ZSBREK, &5 7.5mm;
DMX512 #l: 2 5% 0.3 KL/ = SFBIRLL, 42 7.5mm;
2 % 0.2 RIUSAEHEKLL, £41F 6.0mm
(2ETN JTEAE: 3.5kg
BEERT: 1050x165x230mm
BERE: 4)T/5

BRES: 16kg

Z

399

IR[B]H 5 BACK

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
screws.

Extrusion aluminum mounting plate

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single Color 24V: 2x0.2m length 2-cores @7.0mm cables
with waterproof connector;

Single Color 220V: 1x1.0m length 3-cores @7.5mm power
supply cable;

DMX512 controllable: 2x0.3m length 2/3-cores @7.5mm
power supply cables;

2x0.2m length 4-cores @6.0mm data cables with waterproof
connector.

Nickled plated brass waterproof cable gland

Net Weight: 3.5kg

1050x165x230mm(4pcs/ctn)

Linear Luminaires

R TR e, ]

l-‘;_' LA SRR
- =
- -

Continuous Installation IP68 Waterproof male- With breathable
female connector waterproof air vent

400




WEBB DECO LED #4247 Linear Luminaires il

70.6036

R 1500 71z 150° H(m) mediux maxlux Model No. LED Qty X Power LED Color CRI ::z:t@szl:)rg;;uminous System Power IF.:xutig‘i‘r:olg:(minous Luminaire Efficacy = Control Mode Beam Angle
LED 27W 2.0 247 709.2
4000k 5.0 62.4 177.3 Asymmetric
70.6036.A12V24L1000  12x2.2W 2200K-5700K Ra>80 3250Im 27W 2580Im 96lm/W ON/OFF Bou1 350
80x135° TR “ ¢ 100 154 43.9 X
200 7 20.5 70.6036.A12V220L1000  12x2.2W 2200K-5700K Ra>80 3200Im 30w 2570Im 85Im/W ON/OFF g;i’(q‘g”;ft”c
70.6036.A18V220L1000  18x2W 2200K-5700K Ra>80 4320Im 40W 3400Im 85Im/W ON/OFF QSVXT;;S”'C
70.6036.A18FV220L1000 18x2W RGB 1515Im 40W 1200lm 30Im/W DMX512,1 pixel g;‘;q‘srgft”c
1000 48
| | 1 :
‘ ‘ M= 70.6036.A245V220L1000 24x1.9W RGBW 2180Im 50W 1750Im 35Im/W DMX512,1 pixel QS‘;T;;S"'C
S
1w
500 48
\ l A
\ | o
| a|
1w
Installation:

>30cm

401 402
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WEBB DECO LED £2247

70.6061

M SRRAAT IR
HERIHE,;
304# FEWEERL;
FERR R
AT ERBARIESK
3mm WL LI
REQE:  SNEOEHVEMEMNEIRERBH KRBT
e B RRE: -30°C~ +50°C;
AIEAEEE: FaE;
JTER EREETFREL

S BEEE 1R KTSERSE, A7 7.5mm
s \TESE: 8.2kg

AR 1055x280x150mm
BERE: 2

BEEESE: 17kg

403

1R [E]HF BACK

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;
3mm clear safety glass;

Anti-aging waterproof silicone gasket;

304 stainless steel mounting brackets & external fasten
screws.

Extrusion aluminum mounting plate

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single Color: 1xTm length 3-cores @7.5mm power supply
cable.

Nickled plated brass waterproof cable gland

Net Weight: 8.2kg

1055x280x150mm(2pcs/ctn)

Linear Luminaires

Continuous Installation IP68 Waterproof male- With breathable
female connector waterproof air vent

i‘

404




WEBB DECO LED #4247 Linear Luminaires il

70.6061

= 2791cd H(m) medlux maxlux Light source Luminous ~ System Luminaire Luminous Lo .
LED 36W 1500 150° 50 54212 3000 Model No. LED Qty X Power  LED Color CRI Flux @4000K Power Flux @4000K Luminaire Efficacy Control Mode Beam Angle
4000k \ / 5.0 597.6 749.6 30x65°+
30x65°+ EI 0 o 10.0 149 187.9 70.6061.D12+A12V220L1000 12xTW+12x2W 2200K-5700K Ra>80 4350Im 40W 3260Im 81.5Im/W ON/OFF  Asymmetric
= 1 1207 . . 70x80°
fRECE 70x80° 200  66.2 83.5 30x65°+
70.6061.D12+A18V220L1000 12x1TW+18x2W 2200K-5700K Ra>80 5760Im 54W 4300Im 80Im/W ON/OFF Asymmetric
70x80°
608cd H(m) medlux maxlux
2.0 528.2 654.6
5.0 130.4 163.4
10.0 32.4 41
20.0 14.2 18.2

1000

500

Installation:

>40cm

405 406
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WEBB DECO LED 4&)7

70.6060

M

REBIE:

=B

it

ok

407

IR[B]H 5 BACK

SBEIMITIK; Material:
HEEinE;
D114T3 SEEHEINE;

304# NEWEERLL

EREEE;

R AkEEK; Finishing:
3mm WU REIRE

SIIE R B IIVEM G B 1R B FRIBUR Installation:

ENIERE -30°C~ +50°C;

AHEAEEE: TrE;

JTEZI E LR REL

PEMETS: 1/2 % 0.5 KFSHEIRLL, 212 7.0mm;

PEBEER: 1/2% 0.5 K=THIRL, £47ZE 7.5mm

JTEAE: 7.2kg Packaging:
FRASBREL

Standard color Optional color

Corrosion-resistant aluminum housing & Zinc alloy end cap;

3mm clear safety glass;

Anti-aging waterproof silicone gasket;

Stainless steel external fasten screws.

Galvanized steel outer pipe

Double layers of DUPONT UV-resistant polyester powder
coating

Ambient temperature: -30°C~ +50°C ;

Single Color 24V: 2x0.5m length 2-cores @7.0mm power
supply cable;

Single Color 220V: 2x0.5m length 3-cores @7.5mm power
supply cable;

Nickled plated brass waterproof cable gland

Net Weight: 7.2kg

Linear Luminaires

T

Continuous Installation

IP68 Waterproof male- With breathable
female connector waterproof air vent

408




WEBB DECO LED #4247 Linear Luminaires il

70.6060

S— 712<d H(m) medlux maxlux Model No. LED Qty X Power LED Color CRI IF.:g:t(;zlgg‘e":.uminuus System Power I;:lun;ig@a‘ilr:olbul(minous Luminaire Efficacy Control Mode Beam Angle
LED 24W 2.0 247.1 709.3
4000k 5.0 62.7 91.4 Asymmetric
70.6060.A4V24L1500  4x2W 2200K-5700K Ra>80 960Im 8W 670Im 84lm/W ON/OFF N 5
70x135° 100 157 22.8 70x135% 70x80
200 3.9 5.8 70.6060.A4V220L1500  4x2W 2200K-5700K Ra>80 960Im 105W  670Im 64Im/W ON/OFF ?;i’g”gf/‘gcoxgoo
70.6060.2xA4V24L2000  8x2W 2200K-5700K Ra>80 1920Im 16W 1340Im 84lm/W ONJOFF  Asymmetric
iy 608cd H(m) medlux maxlux 70x1357 70x80
C(
150° 150° Asymmetric
, ) , .6060. X = a> m m o 70x135°%/ 70x80°
LED 24W 2.0 528.2 654.6 70.6060.2xA4V220L2000 8x2W 2200K-5700K Ra>80 1920l 21W 1340 64Im/W ON/OFF
4000k 5.0 130.4 163.4
70x80° 120 120 100 324 41
200 142 18.2
= - 1S
[ 1 [ 1 o
[ — [ — = (%)
‘ | 1000 | ‘ © &~
1998
Installation:
(=i, En—
— = —
409 410

IR[B]H 5 BACK



WEBB DECO LED 27

70.6014

B

RERIE:

=B

“th:

o

411

1R [E]HF BACK

BRI, REMF;

304# NEMEERL;

RIS

5 UV PMMA B HE

SR B BSR4 ER B R ITUA
EMVIMERE: -30°C~ +50°C;

AIEMAEEE: T,

JTEZR I E LB R

BEER 25 0.2 KW SABELE, KE7.0mm;
DMX512 #£1ll: 2 %% 0.2 KINBAFEEKLL, H&iF 7.5mm

JITEVRE: 1.64kg

BEERST: 1060x310x205mm
BERE: 1247/

EHEES: 20kg

Material:

Finishing:

Installation:

Packaging:

Standard color Optional color

Corrosion-resistant aluminum housing & mounting box;
UV stabilized PMMA diffuser;

304 stainless steel external fasten screws

Anodized aluminum finishing

Ambient temperature: -30°C~ +50°C ;

Single Color: 2x0.2m length 2-cores @7.0mm cables with
waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm
cables with waterproof connector;

Nickled plated brass waterproof cable gland

Net Weight: 1.64kg

1060x310x205mm(12pcs/ctn)

Linear Luminaires

Continuous Installation

.. ; ’ ;-‘) ]

IP68 Waterproof male- Compact size
female connector

e

412



WEBB DECO LED %&)7T

Linear Luminaires il

70.6014

EF Light source Luminous Luminaire Luminous - . Beam
LED 12W Model No. LED Qty X Power  LED Color CRI Flux @4000K System Power Flux @4000K Luminaire Efficacy Control Mode Angle
4000k
g 70.6014.D60V24L1000  60x0.23W 2200K-6500K Ra>80 1550Im 12W 850lm 70lm/W ON/OFF 160°
70.6014.D60CV24L1000 60x0.23W 2200K-6500K Ra>80 1550Im 12W 850lm 70lm/W DMXS“.' 160°
1/4/12 pixels
70.6014.D60FV24L1000 60x0.18W RGB 440Im TTW 262Im 23.8Im/W DMX512,1 pixel 160°
70.6014.D96FV24L1000 96x0.12W RGB 490Im 12W 294Im 24.5lm/W DMX512,4/8 pixels 160°
23
1 ]
N F = < S % 70.6014.D30V24L500 60x0.25W 2200K-6500K Ra>80 770Im 6W 430Im 71m/W ON/OFF 160°
\ 1000 Ll
Q] ‘ '
‘ 500 ‘
Installation:
[
413 414

IR[B]H 5 BACK



WEBB DECO LED 27

70.6019

B

RERIE:

=B

“th:

415

1R [E]HF BACK

L
SRAUMITIR. RN, Material:
304# NEMEERL;
SAFEERBA7EESK
5 UV PMMA BHE Finishing:
SR B BSR4 ER B R ITUA Installation:
BRIFFRE: -30°C~ +50°C;
AIEMAEEE: T,
JTREZ I E LB R
BEER 25 0.2 KW SABELE, KE7.0mm;
DMX512 #£1ll: 2 %% 0.2 KINBAFEEKLL, H&iF 7.5mm
JTEAE: 2.47kg Packaging:

BEERT: 1060x206x200mm
BESE: 8T/

EHEES: 20kg

Standard color Optional color

Corrosion-resistant aluminum housing & mounting box;
UV stabilized PMMA diffuser;

304 stainless steel external fasten screws

Anodized aluminum finishing

Ambient temperature: -30°C~ +50°C ;

Single Color: 2x0.2m length 2-cores @7.0mm cables with
waterproof connector;

DMX512 controllable: 2x0.2m length 6-cores @7.5mm
cables with waterproof connector.

Nickled plated brass waterproof cable gland

Net Weight: 2.47kg

1060x206x200mm(8pcs/ctn)

Linear Luminaires

. —

Continuous Installation

e

IP68 Waterproof male-
female connector

416




WEBB DECO LED #4247 Linear Luminaires il

70.6019

= Model No. LED Qty X Power  LED Color CRI ::g:t@;'gg;;‘umimus System Power :rur:ig‘i;:olbul(m inous Luminaire Efficacy Control Mode /B\zi;'r;
LED 12W
4000k
g 70.6019.D60V24L1000  60x0.19W 2200-5700K  Ra>80 1550lm 12W 850lm 70lm/W ON/OFF 160°
70.6019.D60CV24L1000 60x0.19W 2200-5700K  Ra>80 1550Im 12W 850lm 70lm/W ?/,\5/%%1;;@'5 160°
70.6019.D60FV24L1000 60x0.18W RGB 440Im T1TW 262Im 23.8Im/W DMX512,1pixel 160°
70.6019.D96FV24L1000 96x0.12W RGB 490Im 12W 294Im 24.5lm/W DMX512,4/8 pixels 160°
i ]
| ]
d ° ° ] ’\% 70.6019.D30V24L500 30x0.25W 2200-5700K  Ra>80 770Im 6W 430Im 71m/W ON/OFF 160°
‘ 1000 ‘ 5
i ]
= =K
‘ 500 ‘ b_S_‘
Installation:
1
I
417 418

IR[B]H 5 BACK





